Weatherboard Cladding System

Frame Protection System dressed into corners
with approved tape, and tape to joins.

Powdercoated Flashing with 35mm upstand.

SUMNER approved stone veneer fully
adhered using SUMNER Grip to 9mm SUMNER
Board after first coating with SUMNER Primer.

SUMNER L Fixings at 600mm Vertical
and Horizontal centres

SUMNER VERMINI Battens 45x18mm over
Frame Protection System complying with NZBC
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Approved
Stone Veneer

on SUMNER
Tile System

Horizontal Abutment - Weatherboard

Drawn by SUMNER .
Checked by DS Scale 1:2

3/04/2019 12:01:02 PM




	Sheets
	2.1.0 - Vertical Section - Timber Frame
	3.0.0 - Standard Slab Edge - Timber Frame
	3.0.1 - Rebated Slab Edge - Timber Frame
	3.1.0 - Window Detail-Abutting Stone-Timber Frame
	3.1.1 - Window Detail-Jamb-Abutting Stone-Timber Frame
	3.1.2 - Window Detail-Head-Deep Reveal-Masonry
	3.1.3 - Window Detail-Jamb-Deep Reveal-Masonry
	3.2.0 - Door Detail-Head/Sill
	3.2.1 - Door Detail-Jamb
	3.3.2 - Horizontal Abutment - Weatherboard
	3.3.3 - Internal Corner Abutment-Negative Detail (Weatherboard)
	3.3.4 - Vertical Junction Abutment
	3.3.5 - Internal Corner Abutment - Butt To Cladding (Except Weatherboard)
	3.4.1 - Roof Detail - Back Sloping Barge
	3.4.2 - Roof Detail - Apron Flashing
	3.4.3 - Soffit Termination Detail/ Roof Verge
	3.5.3 - Meter Box Detail
	3.5.5 - Pipe Penetration
	3.5.6 - Vertical Movement Control Joint
	3.5.7 - Horizontal Inter-Story Control Joint
	4.0.0 - Internal Corner
	4.0.1 - External Corner
	7.0.0 - Standard Slab Edge - Masonry
	7.0.1 - Rebated Slab Edge - Masonry
	9.0.0 - Parapet


